
Phone us at 1-877-631-2845 and let us help you 
find the perfect floor for your project

The Westport Collection - Engineered Hardwood

Real Wood

ADD BEAUTY TO ANY ROOM


Lifetime Residential Warranty

PERFECT FOR EVERY ROOM

Wire Brushed Texture

EYE-CATCHING & ON TREND LOOK


mm
2

2 mm Wear Layer

HIGH QUALITY & DURABLE

Pet Friendly

SCRATCH RESISTANT

Width: 6-1/2" Max Length: 75-1/8″ Thickness: 1/2″ 27.14 sq. ft. per Box

Mohave

Seashore

Snow Cloud



Benef its
�

� Handsome, Real Wood: European Oak wood surface features rustic knots and darker wood bits that 

enhance the natural characteristics of your floor.�

� Wide Planks: 6-1/2″ wide planks make rooms look more open with fewer creases. The wide plank 

design also showcases the oak’s natural grain patterns.�

� Durable Quality: These planks are constructed with a multi-ply core for long-lasting stability and 

durability. A 2mm wear layer protects against scratches and dents.�

� On Trend Style: Chic and modern look due to a warm natural stain and a wirebrushed surface texture 

finish.�

� Lifetime Residential Warranty: You’ll Love Your Floor for Life!          

The Westport Collection takes inspiration from the bustling 

ports and rugged charm of the coastal regions along the 

picturesque Pacific West Coast. This modern engineered 

floor will stand up to the energetic, bustling activity of kids, 

pets, parties and anything else you can throw at it, while 

maintaining its natural beauty and enduring elegance. 

The Westport Collection - Mohave



ENGINEERED HARDWOOD
THE WESTPORT COLLECTION 

ITEM INSPECTED REFERENCE STANDARD VALUE RESULT

Warranty Residential: lifetime
Commercial: 5 years

DIMENSIONAL CHARACTERISTICS AND LIMIT DEVIATIONS

Deviation

Deviation of Length

EN 13647-2011, GB/T 
18103-2000, ANSI-HPVA 

EF 2009

Fixed Length ≤0.1% of length up to 0.50mm 
maximum, Random Length Does not Apply 1910mm

Deviation on Width ±0.20mm 165mm

Deviation of Thickness ±0.25mm 12mm

Bow
Convex ≤1.0% Pass

Concave ≤0.50% Pass

Cup
Convex ≤0.20% Pass

Concave ≤0.15% Pass

Height Difference ha≤0.10mm,hmax≤0.15mm Pass

Opening (Gap) oa≤0.15mm,omax≤0.20mm Pass

Spring ≤0.50% Pass

Straightness ≤0.2mm Pass

T&G or Click System
Per Product Specification

Perfectly Match master Samples Pass

Bevel Perfectly Match master Samples Pass

PHYSICAL & CHEMICAL PROPERTY

Gloss
Ref. Spec.

Per Product Specification ±5 4%-6%

Moisture Content 5%-9% Pass

Immersion-peel Test
GB 17657-1999 After 1 cycle, the amount of delamination in 

any glue line no more than 1/3 of total Pass

ANSI-HPVA HP-2009 After 3 cycles, continuous peel length 
≤50.8mm, depth≤ 6.4mm, width≤0.08mm Pass

High-low temperature cycle
GB/T 17657-1999 Without clear blister or crack after 4 cycles 

or more Pass

ASTM D1211 (Official) Without clear blister or crack after 8 cycles 
or more Pass

MOE GB/T 17657-1999 ≥4000 Mpa Pass

MOR GB/T 17657-1999 ≥30 Mpa Pass

Abrasion Resistance ASTM 4060 (S33) ≥300 cycles for HS and low end Pass

Hardness of coating ASTM D 3363-05 ≥1H Pass

Scratch Resistance EN 438-2 ≥2N Pass

Adhesion ASTM D 3359-2009 
ISO 2409-2007

4B or Better (ASTM D3359) 
1 or Better (ISO 2409) Pass

Impact Resistance ASTM D 1037-2006 ≤ 10mm, no crack Pass

Formaldehyde 
Emission Dessicator method ASTM D5582

HWPW-VC/HWPW-CC: CARB P2 ≤0.05ppm 
Medium Density Fiberboard  
(MDF/Thin-MDF): ≤0.11ppm

Pass

THE WESTPORT COLLECTION 
ENGINEERED HARDWOOD

TECHNICAL PROPERTIES

Notes: 1) Appearance requirement is not defined in this standard, it depends on products specification and sales contract agreement. 2) Formaldehyde emissiontestings per dessica-
tor method could be done at Lab, chamber method is assigned to third-party regularly. Alternate small chamber or desiccator formaldehyde releasetest methods must be approved 
for use per CARB regulation and must yield results equivalent to ASTM D1333.


